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The effective mass approximation (EMA) models the response to an external perturbation of
an electron in a periodic potential as the response of a free electron with a renormalised mass.
For semiconductors used in photovoltaic devices, the EMA allows calculation of important mate-
rial properties from first-principles calculations, including optical properties (e.g. exciton binding
energies), defect properties (e.g. donor and acceptor levels) and transport properties (e.g. polaron
radii and carrier mobilities). The conduction and valence bands of semiconductors are commonly
approximated as parabolic around their extrema, which gives a simple theoretical description, but
ignores the complexity of real materials. In this work, we use density functional theory to assess the
impact of band non-parabolicity on four common thin-film photovoltaic materials — GaAs, CdTe,
Cu2ZnSnS4 and CH3NH3PbI3 — at temperatures and carrier densities relevant for real-world ap-
plications. First, we calculate the effective mass at the band edges. We compare finite-difference,
unweighted least-squares and thermally weighted least-squares approaches. We find that the ther-
mally weighted least-squares method reduces sensitivity to the choice of sampling density. Second,
we employ a Kane quasi-linear dispersion to quantify the extent of non-parabolicity, and compare
results from different electronic structure theories to consider the effect of spin-orbit coupling and
electron exchange. Finally, we focus on the halide perovskite CH3NH3PbI3 as a model system to
assess the impact of non-parabolicity on calculated electron transport and optical properties at
high carrier concentrations. We find that at a concentration of 1020 cm−3 the optical effective mass
increases by a factor of two relative to the low carrier-concentration value, and the polaron mo-
bility decreases by a factor of three. Our work suggests that similar adjustments should be made
to the predicted optical and transport properties of other semiconductors with significant band
non-parabolicity.
I. INTRODUCTION
Many semiconductor properties depend on the re-
sponse of electrons to an external pertubation. This per-
turbation could take the form of an electric field, change
in temperature or an applied lattice stress. In a crystal,
the response depends on the interaction of the electrons
with a periodic potential. The effective mass approxima-
tion assumes that this response of an electron in a peri-
odic potential is equivalent to that of a free electron with
a renormalised mass, which is called the “effective mass”.
We emphasise that there is no direct relation between the
actual mass of the electron and this effective mass, as the
electron we refer to here is a quasi-particle composed of
collective excitations of the interacting electrons. Many
semiconductor device physics models, both semi-classical
and fully quantum, are based on a band structure as spec-
ified by the effective mass parameter. Calculating the ef-
fective mass accurately from band structure calculations
is therefore critical to correctly predicting optical and
transport properties of semiconductors. There has been
renewed interest in this research area, focused in particu-
lar on the impact of electronic band structure anisotropy
and non-parabolicity on the properties of thermoelectric
materials.1,2 Recent work has also emphasised the im-
pact of band non-parabolicity on electron transport in
semiconductors.3–5
There are a number of algebraic definitions for the ef-
fective mass that can be used to calculate it from the
band dispersion relation, E(k); which can be obtained,
for example, from ab initio electronic structure calcula-
tions. For ideal parabolic bands, these definitions give
equal effective mass values. For realistic non-parabolic
bands, however, the calculated value of the effective mass
depends both on the chosen definition and the numerical
implementation (e.g. how E(k) is discretised), which, in
turn, changes the predicted values of optical and trans-
port material properties. This issue is particularly per-
tinent for materials with applications that depend on
optical or electronic performance, such as photovoltaics.
2Because of the role played by the effective mass in link-
ing the fundamental electronic structure to key material
properties, it is necessary to understand how the choice of
definition and method for calculating the effective mass
impacts first the calculated value and second any subse-
quently derived material properties.
In this paper we discuss three definitions of effective
mass: curvature, transport and optical. The conven-
tional definition of effective mass, which we will refer to
as the curvature effective mass, mc, is
1
mc
=
1
~2
∂2E
∂k2
. (1)
This expression is derived using Newton’s second law6,7
and so is commonly referred to as the inertial effective
mass or conductivity effective mass because it describes
the acceleration of an electron in an applied electric field.
Because mc is inversely proportional to the curvature of
the electronic dispersion in reciprocal space (Fig. 1), this
effective mass can, in principle, be calculated directly
from ab-initio band structures.
For semiconductors with low carrier concentrations we
are often interested in the dispersion of eigenstates close
to conduction or valence band extrema. In these lim-
its, the band dispersion is commonly approximated as
parabolic, which gives an analytical expression of the
curvature effective mass that is independent of sampling
density:
E(k) =
~2k2
2mc
. (2)
Because true band dispersion relations are never ex-
actly parabolic, the effective mass obtained from a par-
ticular band structure depends on the approach used to
numerically evaluate Eqn. 1.
In materials with high carrier concentrations, or at
high temperatures, eigenstates far from the band extrema
are accessed, and it becomes increasingly important for
characterisations of the effective mass to incorporate non-
parabolic effects. An expression for the effective mass of
a non-parabolic band can be derived by considering the
relationship between the momentum and velocity of an
electron wavepacket, via mv = ~k:7
1
mt
=
1
~2k
∂E
∂k
, (3)
where mt is often referred to as the transport effective
mass. For parabolic dispersions, mt is equal to the cur-
vature effective mass given in Eqn. 1.
One approach to describing non-parabolic band dis-
persions is to keep the second order k2 ellipsoidal energy
surfaces and introduce a non-linear dependence on the
energy,
~2k2
2mt,0
= γ(E) = E + αE2 + βE3 + . . . , (4)
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FIG. 1. (left) the curvature effective mass mc is inversely
proportional to the curvature of the electronic dispersion in
reciprocal space; (middle) the transport effective mass mt is
inversely proportional to the gradient of the electronic disper-
sion in reciprocal space; (right) the optical effective mass mopt
is the average curvature effective mass, weighted according to
the Fermi–Dirac distribution.
where mt,0 is the transport effective mass at the band
edge. Keeping only the first non-linear term gives the
Kane quasi-linear dispersion relation8
~2k2
2mt,0
= E(1 + αE). (5)
The α parameter quantifies the amount of non-
parabolicity due to flattening of the band as the eigen-
state energy deviates from the band edge energy (Fig. 2).
For a perfectly parabolic band, α = 0, while for a real
conduction band α > 0, and for a real valence band holes
α < 0. The band flattening corresponds to an increase in
the transport effective mass. Differentiating Eqn. 5 with
respect to k gives the transport effective mass as
mt(E) = mt,0(1 + 2αE). (6)
A third definition of effective mass is the optical effec-
tive mass, mopt, given by
1
mopt
=
2
ne
∑
l
occ.∑
k
1
mlc(k)
, (7)
where ne is the carrier concentration and m
l
c is the curva-
ture effective mass for band l and occupied eigenstate k.
Because the summation over all occupied eigenstates k of
each band l accounts for any band non-parabolicity, this
definition has been used in the context of thermoelec-
tric materials1 and transparent conducting oxides.9 The
summation over occupied states can be replaced by an
integral along one-dimensional paths through reciprocal
space, following a derivation by Huy et al.,10
1
mopt
=
∑
l
∫
f(E, T )
∂2E
∂k2
dk
∑
l
∫
f(E, T )dk
, (8)
3where f(E, T ) is the Fermi–Dirac distribution for an
eigenstate with energy E, in a system of particles with a
Fermi level EF and at temperature T ,
f(E, T ) =
1
exp
(
E−EF
kBT
)
+ 1
. (9)
In the case of only one occupied branch at T = 0 K,
we recover the transport effective mass evaluated at the
Fermi level:
1
mopt
=
∫ k
0
1
~2
∂2E
∂k2
dk∫ k
0
dk
=
1
~2kF
∂E
∂k
∣∣∣∣
k=kF
, (10)
where kF is the Fermi wavevector.
When using the Kane dispersion as a more accurate
approximation to the real material dispersion, the calcu-
lated transport and optical effective masses depend on
the charge carrier energy. As a result, when bands are
progressively filled with charge carriers, through doping,
photo-excitation, or increasing temperature, the corre-
sponding effective mass will increase.11 Material proper-
ties that depend on the effective mass, such as electron
and hole mobility, will also change as the carrier concen-
tration is increased. This contrasts with the behaviour
under the parabolic approximation, where the effective
mass is constant and independent of carrier concentra-
tion. The extent to which the optical or transport effec-
tive masses increase as the carrier concentration increases
depends on the magnitude of band non-parabolicity and
the level to which the bands are filled. Band-filling can
be measured experimentally via the Burstein–Moss band-
gap shift.12,13 This is a carrier-concentration–dependent
shift in the optical absorption edge, which has been used
to characterise GaAs and other small–band-gap semicon-
ductors since the 1970’s.
The Burstein–Moss band-gap shift can be measured
using transient absortion spectroscopy, from which the
effective mass and shape (parabolicity) of the electronic
bands can be inferred. Three experimental studies
have measured the Burstein–Moss shift in the hybrid
halide perovskite CH3NH3PbI3 (MAPI).
14–16 The result-
ing effective mass values range between 0.14me–0.30me,
where me is the electron rest-mass. Although each
model differs in detail (Yang et al. consider band-gap
renormalisation,15 whilst Price et al. consider photoin-
duced refractive index changes16), none of the models
explicitly account for band structure non-parabolicity.
A previous computational study however has reported
significant non-parabolicity in MAPI within an energy
range accessible at room temperature (kBT = 26 meV at
T = 300 K).17
As we have discussed above, for any dispersion that is
not parabolic, the calculated effective mass depends on
the numerical method used to calculate band curvature
and carrier concentration. For materials with a signifi-
cant number of excited carriers, the discrepancy between
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FIG. 2. The electronic valence band energies in the [110] di-
rection of Cu2ZnSnS4 and four approximate analytical repre-
sentations of the dispersion relation. The parabolic dispersion
relations depend upon the numerical method used (weighted
least-squares fit—dash line, finite-difference—dot line and un-
weighted least-squares fit—dash-dot line). At higher bind-
ing energies the Kane quasi-linear dispersion (continuous line,
Kane dispersion parameter α = 2.2 eV−1) gives a better ap-
proximation to the DFT dispersion. Calculations use the hy-
brid exchange-correlation functional HSE06 with spin-orbit
coupling.
the parabolic and non-parabolic effective mass can be
large.11,18 An ab-initio–derived effective mass that ac-
counts for the non-parabolicity of a dispersion relation
allows for a more accurate prediction of important mate-
rial properties such as carrier mobility.
As an example of how non-parabolicity can affect the
theoretical description of semiconductor properties, we
have considered four prototypical photovoltaic materi-
als: CdTe, GaAs, CH3NH3PbI3 (MAPI) and Cu2ZnSnS4
(CZTS). For each material we calculate the curvature
effective mass and Kane dispersion α parameter. We
compare calculations of the curvature effective mass us-
ing three different methods. Two of these are widely
used to calculate the curvature effective mass: a three-
point finite-difference and a least-squares quadratic fit.
The third method is a new approach which uses a least-
squares quadratic fit weighted according to Fermi–Dirac
statistics. We compare our results obtained from band
structures calculated at different levels of theory, to as-
sess the impact of spin-orbit coupling and choice of
exchange-correlation treatment on the calculated values
for effective mass and α. We then focus on MAPI, and
investigate the effect of non-parabolicity on the optical
and transport properties at high carrier concentrations.
4We show that the Burstein–Moss shift is severely over-
estimated if calculated within the parabolic approxima-
tion, and that the Kane quasi-linear dispersion leads to
significantly more accurate predictions. We also calcu-
late the optical effective mass and electron mobility over
a carrier concentration range of 1016–1020 cm−3, which
is the relevant range for concentrated solar power sys-
tems (1017–1018 cm−3)19–21, or when excited under a
laser for transient absorption or photoluminescence stud-
ies (∼ 1019 cm−3).22 We find that non-parabolicity leads
to a significant change in transport properties for carrier
concentrations above 1018 cm−3.
II. METHODS
A. Electronic band structure calculations
For each of the materials, CdTe, GaAs, MAPI and
CZTS, optimised geometries and band dispersions were
calculated using density functional theory (DFT) as im-
plemented in the Vienna ab-initio Simulation Package
(VASP).23 Valence wavefunctions were expanded in a
plane-wave basis set with a cut-off of 500 eV. Scalar-
relativistic corrections for the core electrons were used
within the projector augmented wave formalism.24 The
Brillouin zone was sampled using a Monkhorst-Pack Γ-
centred k-point mesh. For CdTe, GaAs and MAPI a
6×6×6 grid was used. For CZTS, which has a tetragonal
crystal structure, a 6×6×4 grid was used.
Our initial structures were determined as follows:
The GaAs structure was taken from the Madelung
handbook,25 CdTe26 and CZTS27 (in the tetragonal
phase) were taken from X-ray diffraction data, whilst
MAPI was optimised starting from a pseudo-cubic (high
temperature) structure available online.28 For all atomic
relaxations a quasi-Newtonian algorithm and the PBEsol
exchange-correlation functional was used. A different
choice of exchange-correlation functional would result
in distinct lattice parameters, which in turn, would af-
fect the band dispersion. We have chosen to use the
PBEsol exchange-correlation functional as it has been
shown to accurately reproduce the experimental lattice
parameters.29
For the band dispersions, a self-consistent electronic
relaxation was followed by a non-self-consistent calcu-
lation along high symmetry lines,30 with points spaced
0.005 A˚
−1
apart in reciprocal space, except in the case
of the hybrid HSE06 functional with spin-orbit coupling,
where a spacing of 0.02 A˚
−1
was used. The total energy
of each material was converged to within 10−6 eV. Ex-
change and correlation was modelled using: (i) the local
density approximation (LDA); (ii) the PBEsol31 gener-
alized gradient approximation, and (iii) the screened hy-
brid functional HSE06.32 Spin-orbit coupling (SoC) at
the PBEsol and HSE06 levels of theory was introduced
to investigate relativistic effects. Input and output files
for the band structure calculations are available in two
online repositories.33,34
B. Calculation procedures for effective mass and
polaron mobility
For our calculations of effective mass and polaron mo-
biity, we considered one dimensional slices through the
Brillouin zone; the effective mass tensor is reduced to a
function of one variable k. Unless otherwise stated, the
Fermi–Dirac distribution was calculated at T = 300 K
with the Fermi level fixed half-way between the conduc-
tion band minimum and valence band maximum.
The curvature effective masses were calculated us-
ing three approaches: i) a three point forward finite-
difference method; ii) an unweighted quadratic least-
squares fit35 to three points; iii) a quadratic least-squares
fit, weighted according to the Fermi–Dirac distribution
across all points up to energy 10 kBT (= 0.26 eV, at
300 K). A mathematical expression for each approach
is given in the Supplementary Information.
To calculate the Kane dispersion parameters a sixth-
order polynomial was fitted to the DFT eigenvalues over
an energy range of 0.25 eV from the band edge. The first
derivative of this continuous function was used to deter-
mine the transport effective mass. The transport effec-
tive mass was plotted against energy to give values for α
and the effective mass at the band edge. The dispersion
was truncated where the second derivative changes sign
as this corresponds to an inflection point where the Kane
dispersion is no longer valid.
To calculate optical effective masses for MAPI, the in-
tegrand in Eqn. 10 was integrated with E(k) given by
the Kane dispersion. The exponential energy depen-
dence in the Fermi–Dirac distribution means this inte-
gral converges quickly with ∆E(k). All effective mass
calculations have been performed using the effmass
package,34,36 which also includes a Jupyter notebook out-
lining the key calculation steps used in this paper.
Polaron mobilities for MAPI as a function of effec-
tive mass were calculated with a finite-temperature vari-
ational method, based on the Feynman path integral so-
lution to the polaron problem. These were performed
with the PolaronMobility.jl package.37–39
III. RESULTS
A. Comparison of methods used to calculate
effective mass at the band edge
Two widely used methods for calculating the curvature
effective mass are the finite-difference approach, where
the differential equation in Eqn. 1 is approximated by
a difference equation, and the least-squares approach,
where an unweighted second order polynomial is fitted
to the DFT-calculated dispersion. For parabolic bands
5TABLE I. The curvature effective mass at the conduction and valence band edges, calculated using three different methods as
outlined in Methods, and α (a measure of band non-parabolicity). Calculations use the hybrid exchange-correlation functional
HSE06 with spin-orbit coupling and a k-point spacing of 0.02 A˚
−1
. The effective mass is calculated for the bands which are
degenerate at the conduction band minima / valence band maxima; the corresponding band structures can be found in the SI.
Spin-orbit coupling lifts the energy spin degeneracy and, in the case of MAPI, also leads to a Rashba splitting in reciprocal
space. We take the mean average of the effective mass calculated for each split band. ∗Direction is [001] in the case of the
tetragonal crystal Cu2ZnSnS4.
finite-diff mc (me) unweighted mc (me) weighted mc (me) α
(
eV−1
)
[100] [110] [111]∗ [100] [110] [111]∗ [100] [110] [111]∗ [100] [110] [111]∗
GaAs
light hole 0.09 0.08 0.05 0.08 0.07 0.07 0.09 0.08 0.08 3.32 3.64 3.69
heavy hole 0.37 0.73 0.79 0.31 0.58 0.25 0.32 0.75 0.53 0.38 3.37 1.70
electron 0.07 0.07 0.06 0.06 0.06 0.06 0.06 0.07 0.07 1.05 1.15 1.23
CdTe
light hole 0.11 0.10 0.10 0.11 0.10 0.10 0.12 0.10 0.10 1.25 1.49 1.64
heavy hole 0.45 0.86 1.09 0.44 0.83 1.20 0.45 0.83 1.06 0.38 0.99 0.77
electron 0.09 0.09 0.09 0.09 0.09 0.09 0.09 0.10 0.10 0.72 0.94 1.02
MAPI
hole 0.28 0.15 0.14 0.15 0.09 0.12 0.23 0.10 0.12 4.27 1.88 1.32
electron 0.15 0.13 0.12 0.18 0.10 0.19 0.19 0.10 0.18 2.21 1.35 0.16
CZTS
hole 0.23 0.74 0.75 0.22 0.54 0.60 0.32 1.16 1.23 3.96 2.21 1.50
electron 0.19 0.19 0.19 0.18 0.18 0.18 0.19 0.19 0.19 0.91 1.19 0.87
with negligible numerical noise, fitting to three points
using a finite-difference or least-squares method gives an
exact effective mass. Eigenvalue energies obtained from
DFT calculations, however, are subject to some degree
of noise, due to numerical imprecision of numerical lin-
ear algebra methods. These errors are amplified by finite
difference methods.40 A non regularised least-squares ap-
proach also amplifies noise due to the l2-norm used.
For non-parabolic dispersion relations, curvature ef-
fective masses calculated using either finite-difference or
least-squares methods depend on the sampling range and
density in reciprocal space. We take the valence band
edge of CZTS in the [100] direction as an example, calcu-
lated using PBEsol with SoC, and calculate the curvature
effective mass, with the spacing in reciprocal space varied
from 0.005 A˚
−1
to 0.025 A˚
−1
. Using an unweighted least
squares fit to three points, the curvature effective mass
varies from 0.05me to 0.08me. Using a three-point finite-
difference method, the curvature effective mass varies
from 0.06me to 0.12me.
To reduce this sensitivity we propose using a least-
squares fit with each point thermally weighted according
to the Fermi–Dirac distribution. This regularisation de-
creases sensitivity to the sampling density; for the pre-
vious example, the curvature effective mass is 0.07me
across the whole k-point spacing range. The physically
motivated weighting models the thermal distribution of
electrons and attenuates the contribution far from the
extrema, where changes in numeric sampling otherwise
have a large effect on the calculated curvature effective
mass. It provides a physically-intuitive energy range to
fit over.
Our calculated values for the curvature effective mass
using the finite-difference and both least-squares fitting
methods are listed in Table I. Conduction band elec-
trons have light, highly isotropic masses and there is
good agreement between all three approaches. There are
larger discrepancies between the effective mass values of
valence band holes and we attribute this to the larger
non-parabolicity of the valence band (see the α values in
Table I).
We compare the weighted to unweighted calcula-
tion methods by considering the ratio of their effective
mass values as a function of effective mass and non-
parabolicity (Fig. 3). The weighted effective mass ap-
proach approximates the dispersion relation as parabolic,
with a modified curvature due to flattening of the dis-
persion away from the band edge. As a result, we
calculate heavier effective masses using the weighted
least-squares method compared to the unweighted least-
squares method, which samples a smaller range of re-
ciprocal space. For CdTe, however, the curvature ef-
fective mass calculated using the weighted least-squares
approach is less than the value calculated using the un-
weighted approach. This is due to a non-parabolic flat-
tening at the top of the valence band (Fig. S9), a feature
which is seen only when spin-orbit effects are included.
We find that the weighted—unweighted ratio is large for
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FIG. 3. α (a measure of band non-parabolicity) is plotted
against the curvature effective mass mc. The colour scale
shows the ratio between the masses calculated using a Fermi–
Dirac weighting and no weighting. We use the data from Ta-
ble II, plus data for two extra valence bands in Cu2ZnSnS4,
which, due to crystal field splitting, have a higher binding en-
ergy than the valence band maximum. All results are from
data obtained using the HSE06 functional with spin-orbit cou-
pling.
the heavy holes in CZTS and GaAs, for which there are
a large number of eigenstates available at energies where
the occupation probability, determined by the Fermi–
Dirac distribution, is appreciable. The ratio is also large
for the MAPI valence band, where the flattening of the
dispersion away from the band edge is appreciable due
to a large α value.
The weighted least-squares fit presented here avoids
polynomial fitting to an arbitrarily chosen energy range
and is less sensitive to the sampling density used than
the unweighted method, and is therefore an improve-
ment. For high-curvature parabolic bands each of the
three methods gives similar results. For low-curvature
bands the difference between the calculation methods is
greatest.
B. Sensitivity of the curvature effective mass to
electronic structure method
In the previous section we considered how calculated
values of the curvature effective mass depend on the de-
tails of the numerical approach chosen. In this section
we examine how these calculated values vary with the
choice of exchange-correlation functional and inclusion
of spin-orbit coupling effects. Fig. 4 shows the weighted
curvature effective mass against the band-gap, at differ-
ent levels of theory. For CZTS, CdTe and GaAs we find
that the local (LDA) and semilocal (GGA) approxima-
tions for the exchange energy underestimate the band-
gap whereas the HSE06 hybrid functional gives values
closer to those found experimentally. It is well estab-
lished that HSE06 gives, in general, more accurate band-
gaps than local and semilocal approximations.32,41
Tight-binding theory predicts that the effective mass
is inversely proportional to the coupling strength.42 An
under prediction of band-gap means an over prediction
of coupling strength and thus an under prediction of ef-
fective mass. This is observed in the positive correlation
observed between the band-gap and the effective mass
shown in Fig. 4. For CZTS, CdTe and GaAs, the effec-
tive mass calculated with the HSE06 functional agrees
with experimental data to 0.01me. The electron effective
mass in CZTS is particularly sensitive to the exchange-
correlation functional; the value calculated using the
HSE06 functional (0.19me) is over three times that cal-
culated using the LDA or GGA functional (0.06me).
MAPI has an experimental band-gap of 1.53 eV,43 that
is in good agreement with the value calculated using
PBEsol with no spin-orbit coupling, due to a cancella-
tion of errors. Whereas spin-orbit coupling has a negli-
gible impact of the effective mass values calculated for
CdTe, GaAs and CZTS, it has a large influence on the
effective mass values calculated for MAPI; this is due
to the large atomic charge of lead. Without spin-orbit
coupling the MAPI effective mass values are signficantly
overestimated.
A reduced effective mass ((m∗−1e + m
∗−1
h )
−1) of
0.104me has been reported experimentally for MAPI.
44
This mass is extracted from magneto-absorption mea-
surements where there is an interaction between the
charge carrier and optical phonon modes. This “phonon
drag” results in an experimentally measured mass which
is heavier than the non-interacting mass extracted from
a DFT band structure. The experimental value is equal
to the reduced mass calculated in the [100] direction us-
ing the hybrid HSE06 functional with spin-orbit coupling
(m∗h = 0.23, m
∗
e = 0.19). Taking a harmonic average
across the three directions in reciprocal space, we reach
an average effective mass of 0.07me, which is below that
measured experimentally.
C. Sensitivity of the Kane dispersion parameters
to electronic structure method
Until this point we have focused on the curvature effec-
tive mass which can be described with a single parameter.
This definition of effective mass is valid when the disper-
sion relation is well-approximated by a parabola. For
non-parabolic dispersions, a more accurate description is
given by the Kane quasi-linear dispersion. In this formu-
lation, the effective mass is described by two parameters:
the transport effective mass at the band edge, mt,0, and
the α parameter (Eqn. 6). We now focus on the sensi-
tivity of the Kane dispersion parameters to the choice
of exchange-correlation functional and to the inclusion of
spin-orbit coupling effects.
For all the materials considered here, the parameter α
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FIG. 4. The effective mass of conduction band electrons in the [100] direction is plotted against the band-gap. We calculate
the effective mass using a weighted quadratic least-squares fit as outlined in the Methods section. Filled shapes denote a
calculation performed with spin-orbit coupling. Stars, triangles and circles denote the use of the LDA, PBEsol and HSE06
exchange-correlation functionals respectively. Yellow squares denote results from other computational studies: [1] DFT+SoC45
[2] GW45 [3] DFT+SoC46 [5] GW47 [6] 30-band k · p method.48 Green squares denote results from experimental studies [4]
(obscured by [5]) cyclotron resonance25 [7] cyclotron resonance.25
is inversely correlated with the band-gap of the material
(Fig. 5). In CZTS, for example, the conduction band is
highly non-parabolic (α ≈ 3.5 eV−1) at lower levels of
theory (LDA/GGA). When a hybrid functional is used
the band-gap increases and the conduction band becomes
more parabolic (α ≈ 1 eV−1). We attribute this to the k ·
p interaction between the conduction and valence bands,8
which makes non-parabolicity particularly pronounced in
narrow band-gap semiconductors such as GaAs.49 Local
and semi-local density functional approximations, which
underestimate the band-gap, lead to an enhanced k · p
interaction and an overestimated non-parabolicity.
The non-parabolicity of bands in CZTS50 and
MAPI17,51 has been previously attributed to the spin-
orbit interaction. For the CZTS conduction band we find
that the amount of non-parabolicity is determined by the
band-gap and so, indirectly, by the exchange-correlation
functional used. Spin-orbit coupling has a small effect
(Fig. 6). Spin-orbit coupling has a larger effect on the
non-parabolicity of the CZTS valence band, which has
an α value of 3.96 eV−1 when calculated with spin-orbit
coupling and 1.47 eV−1 when calculated without. For
MAPI, both the valence and conduction bands are more
non-parabolic when spin-orbit coupling is included.
Our results show that it is important to reproduce
experimental band-gaps to accurately calculate effective
mass parameters. The effective mass is under-estimated
and band non-parabolicity is over-estimated using local
and semi-local density functional approximations. This
illustrates the importance of using a method that gives
an accurate band gap predictions when calculating effec-
tive mass parameters. For MAPI, to calculate accurate
effective mass values and capture the full extent of band
non-parabolicity, we must also account for spin-orbit ef-
fects.
D. Consequences of non-parabolicity on the optical
and transport properties of MAPI
The effective mass is commonly calculated and com-
pared across materials because it can be used to model
differences in various optical and transport properties.
The many relationships between effective mass and var-
ious experimental observables also means that the ef-
fective mass can be inferred from a number of different
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against band-gap at various levels of theory. α is calculated
for the conduction band in the [100] direction. We use filled
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the [100] direction, calculated with and without spin-orbit
coupling. We use hatched shapes to denote an electron in the
conduction band, and empty shapes to denote a hole in the
valence band. Note the scale; the dashed line indicates where
the values would lie if spin-orbit coupling had no influence
on the value of α. The hybrid HSE06 exchange-correlation
functional was used for all calculations.
measurements. In practice, effective masses derived from
different experimental properties can have inconsistent
values. For materials with highly non-parabolic bands,
experimental observables, and the corresponding derived
effective mass values, often vary with temperature and
carrier concentration.
In interpreting the photophysical behaviour of MAPI a
range of effective mass values can be found in the litera-
ture, from 0.09me–0.38me.
14–16,44,52,53 Here we focus on
the results from transient absorption spectroscopy (TAS)
as an illustrative dataset.14–16 Manser et al. calculated
the Burstein–Moss shift in MAPI up to a carrier con-
centration of 1.5× 1019 cm−3.14 By assuming a parabolic
band dispersion, they calculated a reduced effective mass
at the band edge of 0.3me, which is larger than ef-
fective mass values calculated from magneto-absorption
experiments44,52,53 and theory.17,54 They suggest that
this discrepancy could be due to ‘band-gap renormali-
sation’, a concept that incorporates many physical phe-
nomena, including band non-parabolicity.55 In a sep-
arate study which included band-gap renormalisation,
Yang et al. reported that TAS spectra, up to a carrier
concentration of 5.5× 1018 cm−3, can be modelled with
an electron effective mass value of 0.23me.
15 Assuming
that the electron and hole effective masses are equal,
we use this value to calculate a reduced effective mass
value of 0.12me. A third estimate of the reduced effec-
tive mass is given by Price et al. who have developed a
model that includes photoinduced changes to the refrac-
tive index.16 This approach, which assumes a parabolic
dispersion, and fits to TAS data up to a carrier concentra-
tion of 6.4× 1018 cm−3, gives a reduced effective mass of
0.14me. The latter two approaches give reduced effective
mass values in line with results from magneto-absorption
experiments44,52,53 and previous theory.17,54
In this section we will quantify the extent to which non-
parabolicity affects the Burstein–Moss band-gap shift,
the optical effective mass, and the polaron mobility in
MAPI. To do so, we first assume a Kane quasi-linear dis-
persion and then predict how these observables will vary
as a function of carrier concentration.
1. Burstein–Moss band-gap shift
One consequence of the Pauli exclusion principle is that
an increase in carrier concentration can push the Fermi
level into the conduction, or valence, band. This band
filling is observed as an increase in the optical band-gap,
called a “Burstein–Moss shift”. For a parabolic disper-
sion, the magnitude of the Burstein–Moss shift is given
by13
∆BM =
~2
2m∗
(3pi2ne)
2
3 , (11)
where m∗ is the reduced effective mass and (3pi2ne)2/3 is
the Fermi wavevector up to which all states are occupied
under the free electron model. The Burstein–Moss shift is
most commonly considered in the context of degenerately
doped semiconductors. Here we consider photo-excited
carriers in an undoped material (MAPI).
Above a critical carrier concentration the electron dis-
tribution becomes degenerate and it is in this regime
that the Burstein–Moss shift occurs. Manser et al. have
reported an abrupt onset of the Burstein–Moss effect
at carrier concentrations of 7.5 × 1017 cm−3.14 They at-
tribute this behaviour to trap filling, with reference to
an estimated trap density of 2× 1017 cm−3.56 We add to
this trap density the density at which the electron po-
laron wavefunctions overlap, 4 × 1017 cm−3,57 as given
by the phenomonological Mott criterion.58 This gives a
9total of 6× 1017 cm−3, which is closer to the critical car-
rier concentration reported by Manser et al. This ex-
ceeds the predicted maximum carrier concentration of
∼ 1016 cm−3 under AM1.5 solar illumination.59 Carrier
concentrations of up to 1018 cm−3 have been reported for
concentrator systems,21 which would correspond to the
degenerate regime. Furthermore, carrier concentrations
of up to 1019 cm−3 are achievable under laser excitation,
as in photoluminescence and transient absorption spec-
troscopy measurements,22 and there has been recent re-
search interest in developing a hybrid halide perovskite
lasing material which would require carrier concentra-
tions of up to 1021 cm−3.60
Fig. 7 shows the predicted Burstein–Moss shift for
MAPI, calculated using Eqn. 11, with m∗ obtained first
from parabolic fits to the band dispersion and second
from the energy-dependent mass given by Eqn. 6. We
compare our results to the Burstein-Moss shift calculated
directly from the DFT density-of-states. For the latter
calculation we make no assumption about the form of
the dispersion; the shift is defined as equal to the high-
est energy level filled at a given concentration of elec-
trons which have thermalised to the band edge. Using
the parabolic approximation leads to a large overestima-
tion of the Burstein–Moss shift (Fig. 7). Walsh et al.55
demonstrated that non-parabolicity can cause this dis-
crepancy, as band flattening corresponds to an increased
density-of-states, which results in the Fermi level increas-
ing more slowly than in the parabolic case. Here, we
account for non-parabolicity by substituting the energy-
dependent mass given by Eqn. 6 into Eqn. 11 and solving
self-consistently. With this amendment we obtain a good
agreement with the density-of-states data. This demon-
strates that the Kane quasi-linear dispersion provides a
suitable approximation to the electronic dispersion rela-
tion at high carrier concentrations.
2. Optical effective mass
To calculate the effective mass measured in optical ex-
periments, we integrate the analytic expression given in
Eqn. 10, with E(k) given by the Kane dispersion in Eqn.
5. We set the Fermi level equal to the Burstein–Moss
shift calculated using the self-consistency procedure de-
scribed above, which introduces a dependance on carrier
concentration.
There is a significant increase in the optical effective
mass in the [100] direction, from 0.19me at the band edge
to 0.35me at a carrier concentration of 3 × 1019 cm−3
(Fig. 8). To put this in context, the effective mass val-
ues calculated from a parabolic fitting to GW+SoC and
PBE+SoC band structures differ by up to only 0.03me.
54
At high carrier concentrations, band filling has a much
larger effect on the optical effective mass than differences
in the level of theory used to calculate the band structure.
This observation illustrates the importance of accounting
for non-parabolic dispersion for accuracte calculations of
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FIG. 7. The Burstein–Moss band-gap shift is plotted as
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assuming a parabolic dispersion, Kane quasi-linear dispersion
and from a DFT calculated density-of-states. Beyond this
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FIG. 8. The conduction band electron optical effective mass
is plotted as a function of carrier concentration. Values for
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rier concentrations of 3 × 1019 cm−3.
optical effective mass.
3. Polaron mobility
The Drude model describes charge-carrier motion as a
classical gas, propagating freely before scattering elasti-
10
TABLE II. The polaron mobility for a conduction band electron in CH3NH3PbI3, using the optical effective mass calculated
in the [110] direction.
concentration (cm−3) effective mass mopt (me) mobility (cm2V−1s−1) application
1015 0.11 158 solar cell, standard operating conditions
1018 0.11 158 concentrator system
1019 0.13 120 photoluminescence
1020 0.23 46 lasing material
cally after a fixed relaxation time. For a particle with
charge q, the mobility µ, relaxation time τ , and effective
mass m∗ are related via
µ =
qτ
m∗
. (12)
In this model, mobility is inversely proportional to the
effective mass. However for most scattering processes,
the relaxation time is itself a function of the effective
mass. In strongly scattering systems, there is no free
propagation, and scattering cannot be reduced down to
discrete events. Here we study the effects of band non-
parabolicity by calculating electron polaron mobility as
a function of the optical effective mass.
MAPI is polar and soft which leads to a large dielectric
electron-phonon coupling. Scattering from polar optical
phonon modes is the process that limits the charge carrier
mobility in MAPI at room temperature.62 We have calcu-
lated the mobility of a large polaron at T = 300 K using
a parameter-free variational method based on a Feynman
path integral approach.37 This solves the quantum-field
problem of an individual electron interacting by the di-
electric electron-phonon coupling with an infinite field of
polar phonon modes. The low-field mobility is recov-
ered from a contour integration of the polaron response
function. The input parameters for this model are the ef-
fective mass, the high- and low-frequency dielectric con-
stants and a characteristic phonon mode, and we have
used values from previous work.37
At carrier concentrations up to 1018 cm−3, and using
the optical effective mass in the [110] direction as an ex-
ample, the mobility for a conduction band electron in
MAPI is calculated to be 158 cm2V−1s−1. At higher
carrier concentrations, our calculated mobility decreases,
falling to ∼ 30% of the low carrier concentration value by
1020 cm−3 (Fig. 9 and Table II). It is difficult to compare
our results to experiment as there are strong variations
in the experimental values reported, from 2.5 cm2V−1s−1
to 600 cm2V−1s−1. The average value taken over multi-
ple results for a single crystal is 73 ± 58 cm2V−1s−1.63
The upper end of this range is comparable to, but below,
our predicted mobility at low carrier concentration. This
is to be expected; in our model for polaron mobility we
only consider the harmonic dielectric response, whilst ex-
perimental results will include all anharmonicity, which
will increase the dielectric response and decrease carrier
mobility.
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FIG. 9. Polaron mobility, limited by optic-mode scattering,
is plotted as a function of carrier concentration for a conduc-
tion band electron in the [110] direction of CH3NH3PbI3. This
is calculated using parameters from previous work:37 optical
dielectric constant = 4.5, low-frequency dieletric constant =
24.1 and characterisitic phonon frequency = 2.25× 1012 THz.
The polaron model used is formally for an individ-
ual electron. We use this model to understand how
the changes in effective mass due to doping (electron
correlation) affect the mobility. A previous theoreti-
cal analysis64 suggests polarons are non-interacting (as
shown by ground state energy) at densities below half
the Mott critereon. From our previous work57 this would
be 2 × 1017 cm−3. This threshold, where the polarons
start to interact, corresponds to the onset of electron—
electron scattering. Even if this scattering contribution is
neglected, however, we still predict a strong reduction in
mobility. Our result agrees with a previous report which
states that mobility is particularly sensitive to effective
mass.65
Our results predict that, in MAPI, non-parabolicty
has a negligible effect at carrier concentrations up
to 1018 cm−3. At a concentration of 4 × 1018 cm−3,
the Burstein–Moss band-gap shifts predicted using the
parabolic and Kane quasi-linear dispersion relations dif-
fer by only 0.026 eV. This is equal to the typical energetic
disorder at room temperature (kBT = 0.026 eV), and
so we predict the parabolic approximation to be reason-
able up to this carrier concentration. At carrier concen-
trations above 4× 1018 cm−3, band non-parabolicity be-
comes more significant, and must be accounted for to ac-
curately predict the Burstein-Moss band-gap shift, opti-
cal effective mass and polaron mobility (Table II). Due to
11
non-parabolic dispersion, at a concentration of 1020 cm−3
the optical effective mass for a conduction band electron
in the [110] direction of MAPI increases by a factor of
two relative to the low carrier-concentration value, and
the polaron mobility decreases by a factor of three.
IV. SUMMARY AND CONCLUSIONS
The effective mass plays a foundational role in the
quantitative description of device properties, and is a key
parameter when assessing the potential of new functional
materials. Several alternative definitions exist for the ef-
fective mass, and each of these values calculated from
electronic structure data also depends on the details of
the chosen numerical method.
In this paper, we have introduced a thermally weighted
least-squares method to calculate the curvature effective
mass in the parabolic approximation. This method is
physically intuitive, and by regularising the least squares
fit with weights from a Fermi–Dirac distribution, it ac-
counts for thermal sampling of relevant states by charge
carriers. We have shown that this method is more ro-
bust to sampling density than the popular unweighted
least-squares or finite-difference methods to the sampling
density in reciprocal space.
We then moved beyond the parabolic approximation
to consider band structures described by Kane quasi-
linear dispersion. The α parameter provides a good de-
scription of the dispersion away from band edge, and
could be used as a screening parameter for materials
to operate at high carrier concentrations; for example
transparent conducting oxides. For the four materials
in this study, CdTe, GaAs, MAPI and CZTS, conven-
tional semi-local exchange-correlation functionals under-
estimate band gaps, and overestimate the degree of non-
parabolicity. More accurate hybrid functionals are re-
quired to obtain accurate effective mass values. We have
also shown the importance of including spin-orbit cou-
pling effects for describing the non-parabolicity of the
valence bands via the α parameter.
Finally, we have considered how non-parabolicity af-
fects predicted optical and transport properties at high
carrier concentrations, for the lead halide perovskite
MAPI, which is the most highly non-parabolic of the
four materials considered here. Using effective masses
calculated in the parabolic approximation significantly
overestimates the Burstein–Moss shift, whilst using ef-
fective masses calculated from the Kane dispersion gives
a Burstein–Moss shift in good agreement with the shift
calculated directly from the density-of-states. By using
the Burstein–Moss shift as a proxy for the Fermi level, we
calculated the change in electron effective mass and mo-
bility as a function of carrier concentration. The assump-
tion previously used in the literature—that the effective
mass of MAPI is independent of carrier concentration—
is not valid. At carrier concentrations above 1018 cm−3,
non-parabolicity must be built into photophysical mod-
els to give accurate values for the effective mass and de-
rived properties. We expect similar adjustments should
be made to the predicted optical and transport prop-
erties of other semiconductors where non-parabolicity is
significant at relevant carrier concentrations.
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